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A-B   K306-20   (A) master valve to (B) pneumatic valve 

1. fitting 
G1/4“ / M16x1,5 EO8S (EN 8434-1) 

1. high pressure hose 
M16x1,5 EO8S (EN 8434-1) 

2. fitting (T)  
M16x1,5 EO8S (EN 8434-1) 

3. fitting with bleed hole 
G1/4“ / M16x1,5 EO8S (EN 8434-1) 

B-B   K306-20   (B)  pneumatic valve to (B)  pneumatic valve 

1. fitting 
G1/4“ / M16x1,5 EO8S (EN 8434-1) 

2. fitting (T) 
M16x1,5 EO8S (EN 8434-1) 

3. high pressure hose 
M16x1,5 EO8S (EN 8434-1) 

B-C   K306-20   (B)  pneumatic valve to last (C)  pneumatic valve 

2. fitting 
G1/4“ / M16x1,5 EO8S (EN 8434-1) 

3. fitting (W 90°) 
M16x1,5 EO8S (EN 8434-1) 

4. high pressure hose 
M16x1,5 EO8S (EN 8434-1) 

general Information VdS 

nominal diameter: DN2 

length: 400 mm / 630 mm 

working pressure: 300 bar @ 15 °C 

Working temperature: -20 bis +50 °C 

certification: Schläuche CE 0786 nach CPR G315018 

general Information UL 
nominal diameter: DN6 

length: 400 mm / 700 mm 

working pressure: 300 bar @ 15 °C 

Working temperature: -20 bis +50 °C 

certification: UL Recognized component EX29393 
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